YOU’RE AT THE BEST
TO GET THE NEW IDEAS
ON POS SYSTEM 3-in-one-does it ALL

ol System + il 80mm Receipt printer +  Touch Monitor




L P R A New Beauty is

SERIES

Front and side design
Besides the state-of
the-art design made
of aluminum chassis, Invoice front-out
A8 actually support

very user-friendly 2
device on the printing. /@™ button with colorful
indication for

\ 1l printer status

< 7 A
Rear-back design 4 Water-spHE rodt
On the top of A88II trunk, , é"?h mtertngl water
it is standard VESA75 paper el YEIEME Osviee
for connecting Larchos !
Panel PC, furthermore, front-in and :
A88lII offers the good easy drop-in device
cable management device
and has a unique” Closet” A0
space for adapter loading.

Lo smart touch feed 4
()

VFD Customer Display ‘ VFD Customer Display

DSP-800IIFBU

Futaba light tube built in
support 2 lines x 20
Character, 5.5(w) x
10.5(H)mm character
size, USB interface
Color: Black or Beige

MSR / BSR MSR Magnetic Slot Reader

MSR-9123I1IBU

90mm, 100mm,

150mm length for option
Track 1+2+3, Triple
Track design

Interface: PS2 or RS232
or USB.

Color: Black or Beige

BSR (Barcode slot reader)

-
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SERIES

Product Position
& Key Features

With the same
specifications

of Panel PC systems
supports

6 x USB, 4 xCOM,

1 x LPT, 1 x VGA,

1 x 10/100/1000 Ethernet,
1 x Cash Drawer port
(N2800)

There are more

option on triple MSR card
reader, VFD customer
display, iButton....

LPT series designes for
general POS system

Options

MSR card reader
!I Triple track MSR

Card reader
7> Wi-Fi function

VFD customer
display
VFD customer
display, 2 lines
x 20 characters.

ELO touch

tFLAT design
true-flat emulation
with aluminum
bezel, 5-wire-split
proof and dust-proof

.L ALU High Stand

ALL-IN-ONE TOUCH

LPT All-in-One Touch System Series
POS system Based on a Panel PC modular Concept

Larchos released “the Low stand” and “the High stand”
which can be integreated onto “All-in-one System”
as seamless all-in-one system

4

wwe/‘g9¢

True-flat!

Emulation Bezel

A

LPT series 10”&15”,D525 and N2800,with high stand,
with or without Fan

PP7000D-T15

15”(1024X768) PP all-in-one touch system, D525, silent. mini fan,
with [plastlk panel frame. Optional for tFLAT design with aluminum
panel frame.

PP6000D0-T10

10”(1024x768) PP all-in-one touch system, D525, silent mini fan,
with tFLAT design, aluminum panel frame.

PP7000C-T15

15”(1024X768) PP all-in-one touch system
with lplastlc panel frame Optional for
panel frame

N2800 fan-less, .
tFLAT design with aluminum

PP6000CO-T10

10” i1024x768) LED PP all-in-one touch system, N2800 fan-less,
with tFLAT design, aluminum panel frame



L P Z ALL-IN-ONE TOUCH
LPZ All-in-One Touch System Series

POS system Based on a Panel PC modular Concept

SERIES

Larchos released “the Low stand” and “the High stand”
which can be integreated onto “All-in-one System”

Product Position as seamless all-in-one system
& Key Features

With the same
specifications

of Panel PC systems
supports

6 x USB, 4 xCOM,

1 x LPT, 1 x VGA,

1 x 10/100/1000 Ethernet,
1 x Cash Drawer port
(N2800)

There are more

option on triple MSR card
reader, VFD customer
display, iButton....

LPZ series is for
service-oriented cashier,
department stores and
self-service Kiosk
applications.

Options

MSR card reader
Triple track MSR
Card reader

7> Wi-Fi function

VFD customer
displa
U oromar LPZ series 10”,D525 and N2800,
display, 2 lines with low stand with or without Fan

x 20 characters.
PP6000D0-Z10V

ELO touch 10”(1024x768) LED PZ all-in-one-touch system w/VFD,

D525, silen mini fan, with tFLAT design, aluminum panel frame
’) Metal Low Stand

PP6000C0O-Z10V
M vasa 75mm 10”(1024x768) LED PZ all-in-one-touch system w/VFD,
tFLAT design N2800, fan-less, with tFLAT design, aluminum panel frame
true-flat emulation
i with aluminum LPT & LPZ series
bezel, 5-wire-split Optional for 12” (1024x768) Aluminum panel frame.

proof and dust-proof




Panel PC specifications

Main board

Displays

Storage Devices
I/o ports

Power adapter
Operation temperature
Storage temperature
Compliance

Dimension

Options

CPU

Chipset
Slot type memory
Expansion

TFT lcd size
Maximum resolution
Brightness

Contras ratio
Response time

View angles (h/v)
Touch panel

Series

USB

Parallel

Ps/2

Lan

Display

Audio

Cash Drawer Port
MSR

VFD

12v 6.67a 80w

" Intel Atom D525
Dual Core 1.8 GHz
Intel ICH8M
DDR3 800 SO-DIMM (1GB to 4 GB)
PCl-e mini card

10” LED 12:12ICCFLE
1024 x 768

220 cd/m2 195 cd/m?2
600:1 400:1

12ms 16ms
215/166

five wires resistive 90/65

1 x 2.5” SATA. 1 x ComPact Flash

4 x RS-232 with RJ-45 connector
(2 x with 5v/12v power seletable)

6 x USB 2.0

1 x LPT with adaptor cable

1 x Keyboard / 1 x mouse

1 x RJ-45, 10/100/1000 Base -T
1 x VGA (optional adaptor cable)

1 x Earphone, 1 x Microphone

Standard by USB
COM 5

0-40 degree c at 10%-80% humidity
-20-60 degree c at 10%-80% humidity
FCC, CE, ROHS certificate LVD

PR7000D-15: 360(W) X 300(L) X 51.99(H)mm
PR6000D-10: 264(W) X 209(L) X 44.85(H)mm
PR7000C-15: 360(W) X 300(L) X 49.99(H)mm
PR6000C-10: 264(W) X 209(L) X 42.85(H)mm

PZ6000D-10/PZ6000N-10: 264(W) X 315(L) X 126.5(H)mm

| Intel Atom N2800

1.8 GHz, Fanless
Intel NM10 Express

DDR3 1066 SO-DIMM(1GB to 4GB)
PCl-e mini card, mSATA (selectable)

15” CCFL

250 cd/m?
600:1
8ms

160/160

1 x 2.5” SATA. 1 x mSATA

4 x RS-232 with RJ-45 connector
(4 x with 5v/12v power seletable)

1 x VGA

1 x 12v/24v

PT7000D-15: 360(W) X 175(L) X 367(H)mm
PT6000D-10: 264(W) X 175(L) X 282(H)mm
PT7000C-15: 360(W) X 175(L) X 352(H)mm
PT6000C-10: 264(W) X 175(L) X 267(H)mm

l MSR card reader: trilple tracks MSR card reader 4'.\\ Wi-Fi function. s 15” ELO Touch

. VASA 75mm ) Low stand L High Stand

LARCHOS

PT. PRIMA DIGITAL SOLUSINDO
JI. Panjang jiwo No. 46-48 Komplek Ruko Panji Makmur B19 Surabaya, Indonesia.

Telp: (031) 848 0969

D VFD customer display: VFD customer display, 2 line x 20 characters.



